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CCI Switzerland CCI World Headquarter
P.O. Box 65 22591 Avenida Empresa
Hegifeldstrasse 41 Rancho Santa Margarita
CH-8404 Winterthur CA 92688, U.S.A
Telephone ++41 52 262 11 66 Telephone ++1 949 858 18 77
Telefax ++41 52 262 01 65 Telefax ++1 949 858 18 78

CCI Japan CCI Korea
194-2 Shukunosho 26-17, 26 Pungmu-Ri
Ibaraki-City, Osaka 567 Kimpo-Eup, Kimpo Gun
Japan Kyungi-Do, South Korea
Telephone ++81 726 41 71 97 Telephone ++82 341 85 94 30
Telefax ++81 726 41 71 98 Telefax ++82 341 85 05 52 AV6-PLUS_chn / 08/07/01

2200mm x 1000mm x 600mm
 x  x 

270 kg

0 - 32 ºC,  90 % R. H.
 (EMC) • RFI IEC 801-3

27-500 MHz: 10 V/m
•  IEC 801-5

2 kV 
• ESD IEC 801-2

8 kV  / 4 kV 
110 - 230 VAC 

 24 VDC 
 360 W

4 - 20 mA

24 VDC 
 SPDT

250 V / 1 A AC, 30 V / 1 A DC
DCS MODBUS MODBUS Plus

( CCI )
( ) 4-20mA  500V

 1.5 mm2

 10 mm2

PVR10-10
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