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CCI Switzerland CCI World Headquarter
P.O. Box 65 22591 Avenida Empresa
Hegifeldstrasse 41 Rancho Santa Margarita
CH-8404 Winterthur CA 92688, U.S.A
Telephone ++41 52 262 11 66 Telephone ++1 949 858 18 77
Telefax ++41 52 262 01 65 Telefax ++1 949 858 18 78

CCI Japan CCI Korea
194-2 Shukunosho 26-17, 26 Pungmu-Ri
Ibaraki-City, Osaka 567 Kimpo-Eup, Kimpo Gun
Japan Kyungi-Do, South Korea
Telephone ++81 726 41 71 97 Telephone ++82 341 85 94 30
Telefax ++81 726 41 71 98 Telefax ++82 341 85 05 52 NBSE_chn1 / 08/07/01

: 

: 

: ~ 500 - 570 C

: ~ 20 - 160 bar

/

/ DIN 3230, point 3/ANSI B16-104, class
V, MSS-SP61

/

NBSE 64 - ... 20 - 64 bar

NBSE 160 - ... 65 - 160 bar

Kv Cv    

NBSE ..-150 350 406 100mm

NBSE ..-200 520 603 110mm

NBSE ..-250 725 841 120mm

NBSE ..-300 965 225 130mm

NBSE ..-350 1235 1120 140mm

NBSE ..-400 1540 1786 150mm

NBSE ..-450 1880 2181 155mm

NBSE ..-500 2250 2610 160mm

NBSE ..-550 2740 3178 170mm

NBSE ..-600 3280 3804 180mm

NBSE ..-650 3860 4269 190mm
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001 SA182F91

004 X20CrMoV121

007 10CrMo910

008 X20CrMoV121

010 / X19CrMoVNbN111

013 G-Co65Cr27W6

049 10CrMo910
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